Assembly of Modular Seating

Starter Module Addgr Module | Ender Module
- complete assembled frame - akit of parts for center chairs - akit of parts for ender chair
with attached back, seat and 1. chair back 1. chair back
connecting rods 2. chair seat 2. chair seat
3. seat frame 3. seat frame
4. side frame 4. side frame
5. parts bag 5. parts bag
Recommended Tools Hardware Used
- seat box to frames or frame sides
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N (©) " 1/47-20 X 1/2" pan head phillips drive bolt
Phillip Driver

seat pan to seat box
©  fpomma o oré
#8 X 7/8 flat head phillips drive bolt

back to back mounting plates

' - b avors
Screw Gun front connecting cap
Phillips Head Bits & Dirill Bits 1/4"-20 X 5/8 flat head phillips driver bolt
Step 1

Planning the Layout
* review the layout and identify starter units, adder
units, ender units

« take an inventory of all starter units, adder units,
ender units and parts

» some layout may have corner tables and or linking
brackets both have additional instructions for those
items

Notice To Installers: Failure to comply with installation instructions will compromise the safety, durability and performance of this product, which may risk injury to the user of this
product and/or diminish the product life cycle. Jasper Group assumes no liability in these instances.
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Assembly of Modular Seating
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g 1/4”-20 X 1/2” pan head phillips drive bolt

Connecting and Assembling Frame Modules
* the starter unit is shipped fully assembled

placed the first seat box frame onto the starter frame, Use the
start frame as reference to properly align the frame parallel to the
starter seat box frame

(part a)align the frame holes with connector rod holes, then secure
the seat box frame with the 1/4"-20 x 1/2" pan head phillips drive
bolt

* (part b) next insert the connector rods into the other end of the
seat box frame, align the fastening holes and secure the
connection with the drive bolt

repeat (part a & b) until the run is complete finish with the end
modules.

note for a very large run of modular seatings it /s recommended that
each section be assembled, and then section be connected together

Notice To Installers: Failure to comply with installation instructions will compromise the safety, durability and performance of this product, which may risk injury to the user of this
product and/or diminish the product life cycle. Jasper Group assumes no liability in these instances.
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Assembly of Modular Seating

Step 3 1/4”-20 X 1/2” pan head phillips drive bolt
Attaching the seat
+ align the seat pan bosses with the counter sunk holes in the

seat box frame

* place the 1/4"-20 pan head phillips drive bolt into each of the
6 locations with a slight 1/2 turn, recommended that all 6 bolts
are tighten by hand using a hand phillips screw driver

* repeat for each seat, make sure all frame connections are
secure before you attach the seat.

Notice To Installers: Failure to comply with installation instructions will compromise the safety, durability and performance of this product, which may risk injury to the user of this
product and/or diminish the product life cycle. Jasper Group assumes no liability in these instances.
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Assembly of Modular Back

__use the provided front connecting caps
@ for plastic and wood backs

Step 4a
:A\Ittactl"lflngt the b?Ck for L./pthot/ﬁtefrea’ fyafc:(r.]s g}: toks{ep ﬁlli @ m@ 14720 X 5/8 flat head
insert front connecting caps into the front of the back; in a ohillips driver bolt
location.
Step 4b
Attaching the back @

« align the screw cap cover over the exterior back holes, place in
the 1/4"-20 X 5/8 flat head phillips driver bolt tight to hold into

place screw cap cover base

SCrew cap cover

* secure the screws till tight with the internal nuts for an upholstered
backs or the or the connecting cap if attaching plastic or wood
back

Notice To Installers: Failure to comply with installation instructions will compromise the safety, durability and performance of this product, which may risk injury to the user of this
product and/or diminish the product life cycle. Jasper Group assumes no liability in these instances.
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