Vision-Wall Mounted Floating Shelf

Recommended Tools

2

Installation

1. Determine location & mounting height of the shelf. Figure A
2. Bore holes for mounting concealed bracket. Figure B

3. Using @1/4” bit, bore holes for drywall anchors. Figures B & C
4. Using a level, assure bored holes are horizontal.

5. Insert Drywall Anchors into bored holes. Figure C

6. Attach Concealed Brackets to Drywall Anchors using provided

screws. Figure D

Figure A Figure B
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TABLE
27.5mm L DRYWALL ANCHOR
55mm (2) PER BRACKET
SHELF | QTY WALL | DISTANCE EDGE | BRACKET SPACING
LENGTH | BRACKETS TO 1ST BRKT CTRTO CTR
SHELF 30 2 6 18
HEIGHT 6 2 5 21
42 3 6 15
43 3 6 18
54 3 6 21
e0 3 3] 24
66 4 6 18
72 4 6 20
r —— 78 4 [3 22
84 5 6 18
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Failure to comply with installation instructions will compromise

the safety, durability and performance of this product, which may
risk injury to the user of this product and/or diminish the product

life cycle. Jasper Group assumes no liability in these instances.
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Install Instructions

Recommended Tools

Installation

7. Insert shelf onto concealed mounting brackets leaving room for
adjustments. Figure E

8. Adjust Horizontally until centered. Figure F

9. Using wrench, turn concealed pin to adjust for tilt. Figure G

10. When adjustments are complete, tighten locking screw on
bottom side of concealed bracket to retain settings. Figure H

11. Slide shelf against the wall, lock in place with grub screw. Fig. J

Figure G
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GRUB SCREW
Failure to comply with installation instructions will compromise
the safety, durability and performance of this product, which may
risk injury to the user of this product and/or diminish the product
life cycle. Jasper Group assumes no liability in these instances.
E J S I @ 225 CLAY STREET JASPER, INDIANA 47544 % 200.457.£511 TOLLFREE  812.482.3204 OFFICE @ JSIFURNITURE.COM

8/26/2022 Form No. INST-VS0015



